ADDING AN ADDITIONAL POWERLINE ADAPTER TO AN EXISTING NETWORK

If you have an existing network of Powerline adapters or would like to build upon your NP50 network this can be quite simple to do.

Note: If you want to connect other adapters to the NP50 network they must all be 500Mbps.

- Make sure all powerline adapters are compatible; i.e. 500Mbps specification.
- Connect all adapters initially to power points in a location so that they are in the same room or near each other for easy viewing. Ideally plug the powerline adapters onto the same power board.

CONNECTING INTO AN EXISTING POWERLINE NETWORK

1. On the adapter(s) that you want to join in to your existing Powerline network, press the “SIMPLE CONNECT” button for 10 seconds or until all three LED’s flash, that is light on and off.
2. Press the “SIMPLE CONNECT” button on one of your existing adapters for less than 3 seconds. The power LED will flash.

Note: The Simple Connect button can have different names depending on the model or company. Other names maybe the Group or Sync button.

3. Press the “SIMPLE CONNECT” button on the new adapter(s) for less than 3 seconds. The power LED(s) will flash.

Note: You need to press the Simple Connect buttons within 2 minutes of each other.

4. When the adapters are paired both the Power and Powerline LEDs will be lit.

5. To add more Powerline devices to this network simply repeat steps 1 – 4.